
WattStopper CS-350-N PIR Dual
Relay Sensor

The WattStopper CS-350-N Passive Infrared (PIR) Dual Relay
Vacancy  Sensor  provides  automatic  lighting  shutoff  for
applications that require separate switching of two loads. It
is  engineered  to  comply  with  specific  provisions  of
California’s Title 24-2013 energy code. The CS-350-N operates
as a manual-on sensor. Users must press one or both of the
on/off pushbuttons to turn on the connected loads. The CS-350-
N employs PIR technology to sense the difference between the
infrared energy from a person in motion and the background
space. Also, the sensor keeps loads on as long as motion is
detected and provides automatic shutoff, following a user-
selected time delay, when motion is no longer detected. Users
may  turn  the  connected  loads  off  manually.  The  integral
nightlight helps preserve night vision by providing low-level
illumination when the connected loads are off. The nightlight
uses energy-efficient LEDs.

Features

Complies with 2011 NEC requirements
Replaces  standard  switches  for  control  of  lighting
and/or fans
Contains two relays to control two independent lighting
loads or circuits
Adjustable time delay, 15 seconds to 30 minutes
Amber LED nightlight turns on whenever connected loads
are off
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Lighted switch for visibility in darkened rooms
Low-profile styling
Choice of five decorator colors; lens is color-matched
to the device
Operates most common types of lighting or fan motors
Relay-based switching
No current leakage to load in off mode for safety
Compatible with decorator wall plates
CA Title 24 compliant

For other items like the WattStopper CS-350-N PIR Dual Relay
Sensor click here.

For more information on WattStopper’s line of lighting control
solutions click here.
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